Ferimex Outdoor Unit FX-5G

Quick Installation Guide
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Ferimex IT, Tovarenska 32, Stara Lubovna 064 01, Slovakia

www.ferimex.com         

 1. Basic Information

Thank you for purchasing the Ferimex Outdoor Unit FX-5G.  This guide will help you set up the Unit and do basic configuration.  For more detailed settings and information, please download the Manual from our web page at http://www.ferimex.com/en/support.  For problems not solved by the manual, please send us an email at mailto:eric@ferimex.com.

The Outdoor Unit is designed for outdoor use in all kinds of weather.  It should be mounted directly next to one of our 5 GHz antennas, such as the Antenna FX 5G-24 or Antenna FX 5G-27.  The connection between the Outdoor Unit and the Antenna is made with a pigtail.

Power and signal are supplied to the Outdoor Unit by ethernet cable going from the Unit to the Power-Over-Ethernet (POE) power injector inside the building.  The POE injector is connected to your computer or switch with ethernet cable.

Configuration is by using a web browser to access the software program inside the Outdoor Unit.

All of these steps are explained in more detail in the following pages.

Contents of shipment:

Outdoor Unit FX-5G

Mounting brackets and screws

POE injector

Installation Guide

Not included (must be bought separately):

Antenna, pigtail, ethernet cable.

 2. Mounting and connecting to Antenna

The Outdoor Unit has an SMA reverse polarity connector on the bottom,

as you can see in the picture on the first page of this manual.

To this connector you attach the SMA reverse polarity end of a Pigtail, such as the Ferimex 2-meter Pigtail N/M-SMA reverse polarity.  The N/M connector of the pigtail connects to the N/F connector on the Ferimex FX 5G-24 or FX 5G-27 Antennas.  A pigtail of at least 1 meter is needed to connect to these antennas.  The 30 cm pigtail will not work.

The Outdoor Unit can be mounted directly behind the antenna using the included mounting brackets and screws.  It should be mounted so that the connectors and reset button are on the bottom of the unit.

3. Connecting to Power Injector and Computer

A) Connect straight ethernet cable from the RJ45 ethernet connector shown on the first page of this manual, to the POE power injector.  Do not use crossover ethernet cable.  You can use up to 50 meters of cable.

B) The POE power injector must be inside the building, not out in the rain or snow.  Plug the POE power injector into the electrical power.  Make sure the electrical power is stable, mains 100 to 240 V and 50 to 60 Hz.  If the power is working correctly, the light on the POE power injector will be on.

C) From the POE power injector to your computer, connect with crossover ethernet cable.  Do not use straight cable.  If connecting to a switch, instead of a computer, use straight ethernet cable.

D) If everything is connected correctly, you should see these LED lights on:

1) Power: Should be on while the power is connected.

2) 11a:  Flashes when there is a successful wireless.

3) 11g:  Not used in the Outdoor Unit.

4) Ethernet port: On when Ethernet port of Unit is connected to LAN. When the LED is flashing, indicates network activity over the port.

 4. Configure your computer's TCP/IP Settings

Windows 2000/XP

1. Click Start; click Settings and then click on the Control Panel.

2. Double-Click the Network Connection icon. 

3. Right-Click on the Local Area Connection icon and then click on Properties. The Local Area Connection Properties windows will appear.

[image: image4.png]=





4. Under the General Configuration Tab, locate and select TCP/IP with the corresponding network card, then click Properties. The Internet Protocol (TCP/IP) Properties window will appear. 

5. Click on Use the following IP Address and enter 

IP Address: 192.168.1.10

Subnet Mask: 255.255.255.0

Default gateway: 192.168.1.1

[image: image10.jpg]e p——

The o etk anparts s

[ i et
[

TEPAP » Do Acpe

£ S
e

et shay

-
[ P ———]

o Gt



[image: image5.png][ —





Windows 95/98/98SE/ME

1. Click Start; click Settings and then click on the Control Panel.

2. Double-clicked the Network icon to open the Network Properties window. 

3. Under the Configuration tab, locate and select TCP/IP with the corresponding network card, click on the Properties button and the TCP/IP Properties window will appear.


4. Under the IP Address tab, select Specify an IP Address and enter

IP Address: 192.168.1.10

Subnet Mask: 255.255.255.0

Then click OK on the TCP/IP properties window.
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5. Click OK on the Network window.

6. In this moment, the installation may require files from your Windows CD-ROM. Please prepare the original CD and put it into your CD-ROM device.

7. After the files load, the Windows requests you to reboot system. Click Yes to reboot your system.

8. Now your computer is ready to access and configure the Unit. 


 5. Configure the Outdoor Unit FX-5G

On the computer connected to the Outdoor Unit FX-5G, you need Microsft Internet Explorer version 5.5 or higher.  Firefox and Netscape are not fully supported.

(Note that it is also possible to configure using a telnet connection and command-line commands, but this is much more difficult.  Ask us if you need help doing this.)

1. Open your web browser, type http://192.168.1.250 in the Address bar, and press Enter.

2. An authentication window will appear. Enter the username and password, and then click OK. By default, please leave blank in username and type admin in password. 
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3. Turn to the Wireless Section, here you may select a different channel, SSID or enable Security if it is necessary. 
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4. Click “Apply” button to finish the Setup if you have something change. The follow screen would appear to notify you the system is rebooting. All changes will be taken effect while reboot procedure is completed. 
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5. When the Unit reboot procedure is completed, you may change the TCP/IP properties of this computer. Select the “Obtain an IP address automatically” instead of “Use the following IP Address “ item if your local network has DHCP server service to assign IP address for your wireless client. This step will set your computer as DHCP client and get IP from your DHCP server via AP.

If there is no DHCP server in your network, then you should assign one proper IP address manually to fit your network IP subnet.

6. For DHCP client, using following command to check if your computer already got IP address.

· Win2000, WinXP: type the “ ipconfig “ on your windows Command Prompt.

· Win98, WinME: type the “ winipcfg “ on your windows MS-DOS Prompt. 

Once you got the IP address, subnet mask and default gateway, that means your computer already connected to local network.

6. Reset and Problems

RESET:

Short:  You can reset the Outdoor Unit by pushing the reset button one time for one second or less.  This has the same effect as turning the power on and off.  You will not lose the settings you have made.

Long:  Push the reset button for 10 seconds.  This will reset all settings to the factory default settings.

WEB BROWSER CANNOT REACH THE OUTDOOR UNIT:

1. Are you using Internet Explorer 5.5 or higher?

2. Can you "ping" the Outdoor Unit?

In Windows, do:

Start  Run  then type ping 192.168.1.250 and click OK.

If there is a reply to the ping, then the Outdoor Unit is reachable.  The problem must be with your browser.


If there is no response ("Request timed out"), then you need to check:


- if the power supply is connected correctly
- if we have correct cables between computer and PoE, between PoE and device
- if the device is in "factory default" state, meaning you have not changed the IP number of the Outdoor Unit from it's default.

- If other hardware is functioning correctly: (POE power injector, network card in computer, ethernet cables and connector).

Other Problems, or More Advanced Settings:

Download the Manual at http://www.ferimex.com/en/support, or send us email at mailto:eric@ferimex.com.

END OF QUICK INSTALLATION GUIDE

NOTE : The default IP address setting for the Outdoor Unit is a class C IP address (192.168.1.250 / 255.255.255.0). Please make sure that the current workstation is following the class C IP address range, from 192.168.1.2 to 192.168.1.254








